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100 TO 400 FEET WIDE DATE
(EP 1130-2-520) 11 Jan 2011
TO: FROM:
Navigation Interests U.S. Army Engineer District, Baltimore

P.O. Box 1715 Baltimore, Maryland 21203-1715

RIVER/HARBOR NAME AND STATE MINIMUM DEPTHS IN
Rhodes Point to Tylerton Somerset County, Maryland CHANNEL ENTERING FROM SEAWARD
DATE AUTHORIZED PROJECT LEFT RIGHT
NAME OF CHANNEL SU(I:CEY WIDTH LENGTH DEPTH QOUUATF?':'DEER MIDDLE HALF QOUUATRSJFDEI;
(feet) (miles) (feet) (feet) (feet) (feet)
Rhodes Point to Tylerton 29 Dec 2010 50 1 6 6
Station 0+000 to 7+194
Rhodes Point Basin 0+000 to 0+240 |29 Dec 2010 50 1 6 2
MH=E1588372.35,E114199.77
(Actual Depth = 1.8")
(Actual Length = .05 statute miles)
Tylerton Basin 0+000 to 1+000 29 Dec 2010 50 1 6 4

MH=E1594294.62,N111651.64
(Actual Depth = 4.3")

(Actual Length = .19 statute miles)

REMARKS (Continue on reverse)

All depths refer to MLLW for the '83-'01 tidal epoch. This information represents the results of surveys made on the dates indicated and
can only be as indicating the general conditions at that time. Length of channel reported to nearest mile (actual length of channel is 1.36
statute miles). Depths reported to nearest foot. Middle Half equals 80% of channel width.

MH= E1589548.62,N112028.70 (5.5")

ENG FORM 4021-R, NOV 1990 EDITION OF JUL 59 IS OBSOLETE. (Proponent: CECW-OM)
PE v1.00



